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Al Doné6t drown
your APU in a
lake

T Private Label
for Alliance
Discontinued

Al The Heat
Mode
explained

Remember, an APU s
not a submarine. Drowning

it will ruin the engine and
void the warranty.

1 TECH TIPS -

Frigette
APUG s us e
SW-40 Oil . wiring are not going to like
- : LR~ e i = this ~ treatment very much.
Glow Plug . . ‘W iy vl : Espemal.ly the glr intake system
Works - ‘ T which fills with water and
g i e . - instantly hydrelocks the mo-
tor causing piston and even
crankshaft damage. If this
happens, the engine is now
INSIDE THIS destroyed and must be
ISSUE: replaced or rebuilt. This is not
covered by any warranty
whatsoever. Flash floods,
Rubber Solenoid 3 Some people might laugh at this photo and say hoWarking Iot lakes and low hollow loading docks
Boot Now Avail- could anybody do this? But we have heard of trucksysi  pecame swimming pools should be
able being submerged in water a couple dozen times in justygided. Common sense will protect your

the past 3 years alone. Electrical parts, sensors, anghestment.
Product Specds

on the Frigette
APU

««« + Private Label for Alllance D

Effective September 15, 2008,way other than the yellow label sold units to Alliance corporate
Frigette no longer produces on the box, and literature and who in turn would resell to
private |l abel A&tuhdnersunder t h etheir dealers. Moving forward,
OALLI ANCEG6 | Freightliner dealers who wish to
continue to participate in the
APU program may buy direct
from Frigette.

09 0 Frigette will continue to honor
Our path for the future will warranty and service for Alliance
continue the growth and enduser customers through
development of the FRIGETTE either the Freightliner or Frigette
brand and expanding our dealerindependent network. We would like to welcome

b g se. . T h. e . APU 6“.?, theP ;5a§’t,doLﬂJrC s%lgs p?o@e&s them into th(? Frigette dealer
Alliance were identical in every sales and service group.



The OHeat ' |

In winter months, bunk heating hot air from the coils out via under the bed.
is achieved by utilizing the the ductwork. It works great! For maximum heat, be sure to

ofreed ho t wat g4 opetratb%t heat ﬁugdé, br? pu{ tfle Fan Blower Switch on

the Kubota APU engine. the control panel, click the the highest setting, and rotate

In contrast to some of our mode rocker switch to HEAT. the temp. control dial to the
competitors, we do not have Rotate the fan blower switch highest56 o6 cl ock | o0cat |
the gdded e.xpensg of supple-to Low-Med or High then To really make some great

menting a diesel fired furnace rotate the Temperature Con- heat, have a mechanic install a

unf:i(_er the ped. The hot water trol Dial to the graduated red properly sized electrical cord

efficiency is common and easytemp scale on the dial. to the trucks main engine

to understand by mechanics. The graduated temperature block heater.

The coolant is passed through Control Dial signals the water By just plugging the cord into
a heat exchanger coil in the valve component to regulate the receptacle will put the
Frigette underbunk unit, coolant flow between the APU zp\y under a 1500 watt de-
similar to that of the OEM engine radiator (located on the -4 load, which makes the
version. This concept, allows backside of the engine assyengine work and the coolant
the underbunk air handler to box) and the undetbunk that much hotter!

serve as a o0r aecdapaatodheaber unit lacatedn g

Under bunk unit with
A/C and Heating
coils inside.

AVOID THE COMBINATION  This may in some cases caus
OF LOW FAN WITH HIGH the engine to overheat. In the ‘
HEAT SETTING ON THE MAX temp setting, the valve ’

TEMP. DIAL sends ALL the water to the
underbunk module. The fan
needs to be on high to
dissipate the heat, since the
underbunk is now performing
as a radiator.

The coolant surge

tank is often on
To regulate the heat down, use

the Temp dial to a lower set-
ting, which will share some of [
the coolant with the engine

the rear wall

corner side

radiator.

Water valve regulates coolant

flow from radiator to under -bunk

o
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5W-40is
great for
all seasons

ISSUE 5

1

Frigette has a great deal of experience with the little Kuboteﬂ
engine we use in our application. Trucks moving across th
country from north to south every week encounter the entire §
temperature spectrum. q
We have found that cold engine starts are greatly assisteﬁ
using 5W40 all season viscosity versus a summer 1&Wbil.
Avoid using any additives into the engine, which can cldd
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get A4@OIA |

sensors. There are many opinions out there when it comes
to oil preferences, but we strongly recommend 5%0. It

is readily available in the market. Check the dipstick
regularly as the Kubota engine will typically use a small
amount of oil during its normal use.

These area fewbrands of Diesegrade 5W40:

Shell Rotella ® T Synthetic

Mobil 1 Turbo Diesel Truck Oil

Motorcraft Full Synthetic Diesel Qil ( 5 gt. container)
Amsoil Synthetic Premium Diesel Oll

Schaeffer Supreme 9000 Full Synthetic Engine Oil
Exxon Mobil Delvac #1 ESP

Chevron Delo 400 Synthetic

How The Glow Plug Wnrke<

Many people ask us if the Kubotacome on. This means that theOn

has a glow plug. The answer isglow plug is being supplied withmanual
12 voltecarterdt for a pe@ad rof 8 feature exists.

0Yes, it sur e
engineering staff put the glow plugseconds. By continuing to holdthe

function into the start operation the button down, the GREEN switch DOWN for 20
L.E.D. light will illuminate signalingeconds, then repes

as a default.

Here is how it Works the engine to turn on. Pay closethe

attention to the sound of the routine again.
motor coming alive. When you ing in the manual gloy
loads  arepgpr the engine come on, LETplug for longer thar
turned  OFF, depress the top GO of the switch. The glow 20 seconds can dan

When the operator makes sure all
appliances and A/C

rocker switch up and hold it. You q50ation actually works while age
will see the little RED L.E.D. Ilghtthe engine is cranking also.

The Glow Plug
very cold days, -
ovesride
Pus
start/stop rocker

Operates When
the RED light
comes on. Hold

down the button
normal starting .

Hold until the green
light shines and

the engine

the glow plug. starts.

Rubber Solenoid Boot Now A

Recently, we were able to purchase correct procedure for ensuring
the rubber boot portion of the fuel proper linkage length. A misad-
solenoid. justed throttle linkage could lead to

In the event that the original boot NcOrect voltage output.

is worn, torn or rotted out, this A new boot replacement will keep
saves from buying the entire rust and corrosion from degrading
solenoid assemblya much more the spring mechanism inside.

affordable solution. A plastic wire tie should also be

Technicians who remove or replace used to secure the new boot to the
the solenoid must always apply the solenoid housing.

Rubber Boot P/N 045 -00669



